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STUB COLUMNS FLUSH WITH MAIN COLUMNS

MAIN COLUMN TO EXTEND CONTINUOUSLY
TO ABOVE BOLT HEIGHT OF DOOR
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TO SECURE CLADDING ABOVE DOOR.

CANVAS WEATHER SEAL SUPPLIED WITH DOOR.
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CROSS SECTIONAL VIEW OF TOP HINGE

ALL DIMENSIONS AS MEASURED FROM FINISHED FLOOR LEVEL.

"BOLT HEIGHT" IS DEPENTDENT ON CLEAR OPENING SIZE AND WILL BE SPECIFIED BY DIAMOND
DOORS. "STUB COLUMN HEIGHT" & "HEIGHT TO UNDERSIDE OF ANGLE" ARE DETERMINED BASED
ON THE BOLT HEIGHT AS SHOWN.

HEADER BEAM TO BE FLUSH WITH MAIN OUTSIDE COLUMNS (EDGE OF CONCRETE).

HEIGHT TO
UNDERSIDE
OF ANGLE

IT IS THE RESPONSIBILITY OF THE BUILDING DESIGNER/MANUFACTURER TO ENSURE THE
ENDWALL FRAME AND OTHER SUPPORTING STRUCTURES FOR THE BI-FOLD DOOR ARE

ADEQUATELY SIZED BASED ON THE WEIGHT AND LOAD SPECIFICATIONS OF THE BI-FOLD DOOR.
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HINGE DETAIL

DIAMOND DOORS

MANUFACTURERS OF QUALITY BI-FOLD DOOR SYSTEMS
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